### ALL CONNECTION PINS

<table>
<thead>
<tr>
<th>Option</th>
<th>Connection Pins</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Option 1: FABE</strong></td>
<td>No D</td>
<td>772</td>
</tr>
<tr>
<td>F-A</td>
<td>145</td>
<td></td>
</tr>
<tr>
<td>F-B</td>
<td>110 SDRAM</td>
<td></td>
</tr>
<tr>
<td>F-E</td>
<td>102</td>
<td></td>
</tr>
<tr>
<td>A-B</td>
<td>127 SSRAM AB</td>
<td></td>
</tr>
<tr>
<td>A-E</td>
<td>115</td>
<td></td>
</tr>
<tr>
<td>B-E</td>
<td>89</td>
<td></td>
</tr>
<tr>
<td>F-E(-D)</td>
<td>84 SSRAM FED</td>
<td></td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>SSRAM A2D, SSRAM BD</td>
<td></td>
</tr>
<tr>
<td><strong>Option 2: AFED</strong></td>
<td>No B</td>
<td>672</td>
</tr>
<tr>
<td>A-F</td>
<td>145</td>
<td></td>
</tr>
<tr>
<td>A-E</td>
<td>115</td>
<td></td>
</tr>
<tr>
<td>A-D</td>
<td>74 SSRAM A2D</td>
<td></td>
</tr>
<tr>
<td>F-E</td>
<td>102</td>
<td></td>
</tr>
<tr>
<td>F-D</td>
<td>0</td>
<td></td>
</tr>
<tr>
<td>E-D</td>
<td>152</td>
<td></td>
</tr>
<tr>
<td>F-E-D</td>
<td>84 SSRAM FED</td>
<td></td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>SSRAM BD, SSRAM AB, SDRAM</td>
<td></td>
</tr>
<tr>
<td><strong>Option 3: BFED</strong></td>
<td>No A</td>
<td>713</td>
</tr>
<tr>
<td>B-F</td>
<td>110 SDRAM</td>
<td></td>
</tr>
<tr>
<td>B-E</td>
<td>89</td>
<td></td>
</tr>
<tr>
<td>B-D</td>
<td>176 SSRAM BD</td>
<td></td>
</tr>
<tr>
<td>F-E</td>
<td>102</td>
<td></td>
</tr>
<tr>
<td>F-D</td>
<td>0</td>
<td></td>
</tr>
<tr>
<td>E-D</td>
<td>152</td>
<td></td>
</tr>
<tr>
<td>F-E-D</td>
<td>84 SSRAM FED</td>
<td></td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>SSRAM A2D</td>
<td></td>
</tr>
<tr>
<td><strong>Option 4: FABD</strong></td>
<td>No E</td>
<td>716</td>
</tr>
<tr>
<td>F-A</td>
<td>145</td>
<td></td>
</tr>
<tr>
<td>F-B</td>
<td>110 SDRAM</td>
<td></td>
</tr>
<tr>
<td>F-D</td>
<td>0</td>
<td></td>
</tr>
<tr>
<td>A-B</td>
<td>127 SSRAM AB</td>
<td></td>
</tr>
<tr>
<td>A-D</td>
<td>74 SSRAM A2D</td>
<td></td>
</tr>
<tr>
<td>B-D</td>
<td>176 SSRAM BD</td>
<td></td>
</tr>
<tr>
<td>F(-E)-D</td>
<td>84 SSRAM FED</td>
<td></td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>none</td>
<td></td>
</tr>
</tbody>
</table>

### Option 1: FAB  No DE

<table>
<thead>
<tr>
<th>Connection Pins</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>F-A</td>
<td>145</td>
</tr>
<tr>
<td>F-B</td>
<td>110 SDRAM</td>
</tr>
<tr>
<td>A-B</td>
<td>127 SSRAM AB</td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>SSRAM A2D, SSRAM BD, SSRAM FED</td>
</tr>
</tbody>
</table>

### Option 2: FBD  No AE

<table>
<thead>
<tr>
<th>Connection Pins</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>B-F</td>
<td>110 SDRAM</td>
</tr>
<tr>
<td>B-D</td>
<td>176 SSRAM BD</td>
</tr>
<tr>
<td>F-D</td>
<td>0</td>
</tr>
<tr>
<td>F(-E)-D</td>
<td>84 SSRAM FED</td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>SSRAM A2D</td>
</tr>
</tbody>
</table>

### Option 3: FAD  No BE

<table>
<thead>
<tr>
<th>Connection Pins</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-F</td>
<td>145</td>
</tr>
<tr>
<td>A-D</td>
<td>74 SSRAM A2D</td>
</tr>
<tr>
<td>F-D</td>
<td>0</td>
</tr>
<tr>
<td>F(-E)-D</td>
<td>84 SSRAM FED</td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>SSRAM BD, SSRAM AB</td>
</tr>
</tbody>
</table>

### Option 4: FBE  No AD

<table>
<thead>
<tr>
<th>Connection Pins</th>
<th>Total</th>
</tr>
</thead>
<tbody>
<tr>
<td>B-F</td>
<td>110 SDRAM</td>
</tr>
<tr>
<td>B-E</td>
<td>89</td>
</tr>
<tr>
<td>F-E</td>
<td>102</td>
</tr>
<tr>
<td>F(-E)-D</td>
<td>84</td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>SSRAM BD, SSRAM AB</td>
</tr>
<tr>
<td>Option 5: FAE</td>
<td>No BD</td>
</tr>
<tr>
<td>--------------------</td>
<td>---------</td>
</tr>
<tr>
<td>F-A</td>
<td>145</td>
</tr>
<tr>
<td>F-E</td>
<td>102</td>
</tr>
<tr>
<td>A-E</td>
<td>115</td>
</tr>
<tr>
<td>F-E(-D)</td>
<td>84</td>
</tr>
<tr>
<td><strong>total</strong></td>
<td><strong>446</strong></td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>SDRAM</td>
</tr>
<tr>
<td></td>
<td>SSRAM AB</td>
</tr>
<tr>
<td></td>
<td>SSRAM A2D</td>
</tr>
<tr>
<td><strong>Unconnected</strong></td>
<td>SSRAM BD</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Option 6: FED</th>
<th>No AB</th>
</tr>
</thead>
<tbody>
<tr>
<td>F-E</td>
<td>102</td>
</tr>
<tr>
<td>F-D</td>
<td>0</td>
</tr>
<tr>
<td>E-D</td>
<td>152</td>
</tr>
<tr>
<td>F-E-D</td>
<td>84</td>
</tr>
<tr>
<td><strong>total</strong></td>
<td><strong>338</strong></td>
</tr>
<tr>
<td><strong>Uncommitted</strong></td>
<td>SDRAM</td>
</tr>
<tr>
<td></td>
<td>SSRAM BD</td>
</tr>
<tr>
<td></td>
<td>SSRAM A2D</td>
</tr>
<tr>
<td><strong>Unconnected</strong></td>
<td>SSRAM AB</td>
</tr>
</tbody>
</table>
## NON-MEMORY PINS ONLY

<table>
<thead>
<tr>
<th>Option 1: FABE</th>
<th>No D</th>
<th>Option 3: BFED</th>
<th>No A</th>
</tr>
</thead>
<tbody>
<tr>
<td>F-A 145</td>
<td></td>
<td>B-F 0 SDRAM</td>
<td></td>
</tr>
<tr>
<td>F-B 0 SDRAM</td>
<td></td>
<td>B-E 89</td>
<td></td>
</tr>
<tr>
<td>F-E 102</td>
<td></td>
<td>B-D 106 SSRAM BD</td>
<td></td>
</tr>
<tr>
<td>A-B 57 SSRAM AB</td>
<td></td>
<td>F-E 102</td>
<td></td>
</tr>
<tr>
<td>A-E 115</td>
<td></td>
<td>F-D 0</td>
<td></td>
</tr>
<tr>
<td>B-E 89</td>
<td></td>
<td>E-D 152</td>
<td></td>
</tr>
<tr>
<td>F-E(-D) 14 SSRAM FED</td>
<td></td>
<td>F-E-D 14 SSRAM FED</td>
<td></td>
</tr>
<tr>
<td>total 522</td>
<td></td>
<td>total 463</td>
<td></td>
</tr>
<tr>
<td>Uncommitted SSRAM A2D</td>
<td></td>
<td>Uncommitted SSRAM A2D</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Option 2: AFED</th>
<th>No B</th>
<th>Option 4: FABD</th>
<th>No E</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-F 145</td>
<td></td>
<td>F-A 145</td>
<td></td>
</tr>
<tr>
<td>A-E 115</td>
<td></td>
<td>F-B 0 SDRAM</td>
<td></td>
</tr>
<tr>
<td>A-D 4 SSRAM A2D</td>
<td></td>
<td>F-D 0</td>
<td></td>
</tr>
<tr>
<td>F-E 102</td>
<td></td>
<td>A-B 57 SSRAM AB</td>
<td></td>
</tr>
<tr>
<td>F-D 0</td>
<td></td>
<td>A-D 4 SSRAM A2D</td>
<td></td>
</tr>
<tr>
<td>E-D 152</td>
<td></td>
<td>B-D 106 SSRAM BD</td>
<td></td>
</tr>
<tr>
<td>F-E-D 14 SSRAM FED</td>
<td></td>
<td>F(-E)-D 14 SSRAM FED</td>
<td></td>
</tr>
<tr>
<td>total 532</td>
<td></td>
<td>total 326</td>
<td></td>
</tr>
<tr>
<td>Uncommitted SSRAM BD</td>
<td></td>
<td>Uncommitted none</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Option 1: FAB</th>
<th>No DE</th>
<th>Option 2: FBD</th>
<th>No AE</th>
</tr>
</thead>
<tbody>
<tr>
<td>F-A 145</td>
<td></td>
<td>B-F 0 SDRAM</td>
<td></td>
</tr>
<tr>
<td>F-B 0 SDRAM</td>
<td></td>
<td>B-D 106 SSRAM BD</td>
<td></td>
</tr>
<tr>
<td>A-B 57 SSRAM AB</td>
<td></td>
<td>F-D 0</td>
<td></td>
</tr>
<tr>
<td>total 202</td>
<td></td>
<td>F(-E)-D 14 SSRAM FED</td>
<td></td>
</tr>
<tr>
<td>Uncommitted SSRAM A2D</td>
<td></td>
<td>Uncommitted SSRAM A2D</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>total 120</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Option 3: FAD</th>
<th>No BE</th>
<th>Option 4: FBE</th>
<th>No AD</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-F 145</td>
<td></td>
<td>B-F 0 SDRAM</td>
<td></td>
</tr>
<tr>
<td>A-D 4 SSRAM A2D</td>
<td></td>
<td>B-E 89</td>
<td></td>
</tr>
<tr>
<td>F-D 0</td>
<td></td>
<td>F-E 102</td>
<td></td>
</tr>
<tr>
<td>F(-E)-D 14 SSRAM FED</td>
<td></td>
<td>F-E(-D) 84</td>
<td></td>
</tr>
<tr>
<td>total 163</td>
<td></td>
<td>total 275</td>
<td></td>
</tr>
<tr>
<td>Uncommitted SSRAM BD</td>
<td></td>
<td>Uncommitted SSRAM BD</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>Unconnected</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td>Unconnected SSRAM A2D</td>
<td></td>
</tr>
<tr>
<td>Option 5: FAE</td>
<td>No BD</td>
<td></td>
<td></td>
</tr>
<tr>
<td>--------------</td>
<td>-------</td>
<td></td>
<td></td>
</tr>
<tr>
<td>F-A</td>
<td>145</td>
<td></td>
<td></td>
</tr>
<tr>
<td>F-E</td>
<td>102</td>
<td></td>
<td></td>
</tr>
<tr>
<td>A-E</td>
<td>115</td>
<td></td>
<td></td>
</tr>
<tr>
<td>F-E(-D)</td>
<td>14</td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>total</strong></td>
<td><strong>376</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Uncommitted</td>
<td>SDRAM</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>SSRAM AB</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Unconnected</td>
<td>SSRAM BD</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Option 6: FED</th>
<th>No AB</th>
</tr>
</thead>
<tbody>
<tr>
<td>F-E</td>
<td>102</td>
</tr>
<tr>
<td>F-D</td>
<td>0</td>
</tr>
<tr>
<td>E-D</td>
<td>152</td>
</tr>
<tr>
<td>F-E-D</td>
<td>14</td>
</tr>
<tr>
<td><strong>total</strong></td>
<td><strong>268</strong></td>
</tr>
<tr>
<td>Uncommitted</td>
<td>SDRAM</td>
</tr>
<tr>
<td></td>
<td>SSRAM BD</td>
</tr>
<tr>
<td>Unconnected</td>
<td>SSRAM A2D</td>
</tr>
</tbody>
</table>

Unconnected | SSRAM AB |